Multiband Switchable Terahertz Quarter-Wave Plates via Phase-Change Metasurfaces

Volume 8, Number 1, February 2016

Dacheng Wang
Lingchao Zhang
Yandong Gong
Linke Jian
T. Venkatesan
Cheng-Wei Qiu
Minghui Hong

DOI: 10.1109/JPHOT.2016.2514717
1943-0655 © 2016 IEEE
Multiband Switchable Terahertz Quarter-Wave Plates via Phase-Change Metasurfaces

Dacheng Wang,1,2 Lingchao Zhang,3,4 Yandong Gong,2 Linke Jian,4 T. Venkatesan,1,3,4,5 Cheng-Wei Qiu,1 and Minghui Hong1

1Department of Electrical and Computer Engineering, National University of Singapore, Singapore 117576
2Institute for Infocomm Research, Singapore 138632
3Department of Physics, National University of Singapore, Singapore 117542
4NUSNNI-NanoCore, National University of Singapore, Singapore 117411
5Materials Science and Engineering and Integrative Science and Engineering, National University of Singapore, Singapore 117456

DOI: 10.1109/JPHOT.2016.2514717
1943-0655 © 2016 IEEE. Translations and content mining are permitted for academic research only. Personal use is also permitted, but republication/redistribution requires IEEE permission. See http://www.ieee.org/publications_standards/publications/rights/index.html for more information.

Abstract: Metasurfaces open up a low-dimensional artificial approach to tailor electromagnetic (EM) waves with unprecedented functionalities. However, the ability to actively control and manipulate EM waves via metasurfaces still faces challenges that need to be overcome. Here, we experimentally demonstrated a multiband switchable terahertz quarter-wave plate via inserting a phase-change material, i.e., vanadium dioxide (VO2), into complementary electric split-ring resonators. Before the VO2 phase transition, this phase-change metasurface achieves linear-to-circular polarization conversion at 0.45 and 1.10 THz with an ellipticity of 0.998 and 0.971, respectively. After the VO2 phase transition, linear-to-circular polarization conversion is obtained at both 0.50 and 1.05 THz with an ellipticity of 0.999 and 0.999, respectively. This work reveals the feasibility of using phase-change metasurfaces for multiband tunable active terahertz polarization control, and such compact tunable devices can be designed for other frequency regimes as well.

Index Terms: Metasurfaces, terahertz optics, phase-change materials, quarter-wave plate.

1. Introduction

Metasurfaces have attracted intense research interest because they offer exceptional potential for shaping the wavefront of electromagnetic (EM) waves beyond that which can be obtained by natural materials. Composed of low-dimensional artificial resonators, metasurfaces provide significant flexibility to control the amplitude, phase, and propagation of EM waves by changing the geometry, size, orientation, and material of the resonators [1]–[8]. The thickness of resonators is on a sub-wavelength scale, which can be applied to flat optics design, such as flat lens, wave plates and holograms [9]–[12]. Meanwhile, gradient metasurfaces have been used to demonstrate unconventional light bending [13], [14], vortex beam generation [15], and coding.
holograms [16]. The propagation directions of EM waves illuminating the gradient metasurfaces can be described by the generalized laws of refraction and reflection. These fascinating properties make metasurfaces a significant platform for planar photonics. However, most metasurfaces lack the flexibility to dynamically control the EM responses. The development of active metasurfaces would further create an extremely fertile ground for their applications.

Recently active metasurfaces have been investigated by hybridizing the resonators with various active media, such as semiconductor, phase-change material, graphene, liquid crystal and biased diode [17]–[24]. These active metasurfaces present exotic optical activities in deflected beam modulation [18], handedness switching [25], polarization conversion [19], anomalous refraction [20], and multifunctional photonic switching [21]. In particular, active manipulation of the polarization states via metasurfaces in the terahertz (THz) region presents new opportunities for terahertz optics in polarimetric imaging, circular dichroism characterization and signal transmission. One of the advantages of THz active metasurfaces is that the inserted active media can extend the operating frequencies of the meta-devices. For instance, our previous work demonstrated a switchable THz quarter-wave plate at two operating frequencies [19]. To further extend the operating frequencies, in this work, we experimentally demonstrate a multiband switchable THz quarter-wave plate. This active meta-device consists of complementary electric split-ring resonators (C-ESRRs) embedded with vanadium dioxide (VO$_2$), a phase change material. Before the VO$_2$ phase transition, the quarter wave-plate presents two operating frequencies with high polarization conversion. After the VO$_2$ phase transition, both operating frequencies can be switched to two other frequencies retaining the high polarization conversion. This multiband operating frequency switching is attributed to the variation of the effective length of resonators and the damping effect introduced by VO$_2$. Such multiband active metasurfaces open up a new avenue for low-dimensional tunable meta-devices.

2. Design, Fabrication, and Characterization

The multiband switchable THz quarter-wave plate was designed using commercial software CST Microwave studio. The schematic view of the designed phase-change metasurface is shown in Fig. 1(a). It consists of copper C-ESRRs (yellow part) and VO$_2$ pads (red part) on a sapphire substrate. The periodicity of the unit cell is $a = b = 80 \, \mu m$. The lengths of C-ESRRs along $x$- and $y$-axes are $c = d = 70 \, \mu m$. The gap size and line width of C-ESRRs are $e = 26 \, \mu m$ and $f = 9 \, \mu m$, respectively. The length of VO$_2$ pads is $g = 9 \, \mu m$ and the width of VO$_2$ pads is the same as the line width of C-ESRRs. The gap size between the upper side of C-ESRRs and the bottom side of VO$_2$ is $h = 8 \, \mu m$, as shown in Fig. 1(a). In the simulation, the sapphire substrate was treated as a lossless dielectric (dielectric constant $\varepsilon_{\text{sub}} = 11.5$), and the copper film was modeled as a lossy metal (conductivity $\sigma = 5.8 \times 10^7 \, S/m$). The optical properties of VO$_2$ were...
was modeled as and

\[ E = \frac{x}{C_0} \]

\( j = j \)

phase transition. The measured transmission spectra and phase delays are shown in Fig. 2(c) and (d). As can be seen, the simulated results indicate two operating frequencies of the quarter-wave plate. A small difference can be observed in terms of the transmitted amplitude and phase delay at 0.45 THz, which attributes to size variation during the fabrication. However, the difference between experiment and simulation for the high operating frequency is more obvious. This is due to the wood’s anomaly close to 1.10 THz, which can be calculated as

\[ \lambda = \frac{P}{\sqrt{\varepsilon_{\text{sub}}}} \]

where \( P \) is the periodicity of the C-ESRRs.
and $\varepsilon_{\text{sub}}$ is the dielectric constant of the substrate. Another reason for this difference may be attributed to loss introduced in the VO$_2$ pads. Despite the differences, the overall trends of the transmission spectra and phase delays between the experimental and simulation results are in good agreement. Thus, this phase-change metasurface acts as a quarter-wave plate at two operating frequencies before the VO$_2$ phase transition with good polarization conversion.

The performance of the quarter-wave plate after the VO$_2$ phase transition at 400 K is shown in Fig. 3. The measured transmission spectra and phase delays at 400 K shown in Fig. 3(a) and (b) present two operating frequencies of the quarter-wave plate. At 0.50 THz, the measured transmission coefficients along the $x$- and $y$-axes are 0.318 and 0.310, while the phase delay between the $y$- and $x$-axes is 88.9°. At 1.05 THz, the transmission coefficients along the $x$- and $y$-axes are 0.262 and 0.256. The phase difference between the $y$- and $x$-axes is -90.4°. Therefore, the quarter-wave plate shows good performance in polarization conversion in experiment. Fig. 3(c) and (d) present the simulated transmission spectra and phase delays when the electrical conductivity of VO$_2$ researches $\sigma = 5 \times 10^5$ S/m. From both the experimental and simulation results,
we can observe that the transmission coefficients after the VO$_2$ phase transition are smaller than those obtained before the VO$_2$ phase transition. The physics behind this discrepancy is the different losses in VO$_2$ pads. At 300 K, VO$_2$ behaves as a semiconductor and its loss is low. However, at 400 K free carriers in VO$_2$ increase, which leads to a high damping loss and a small transmission coefficient. In addition, the damping loss in VO$_2$ and the size variation during the fabrication make the transmission curve flat. Therefore, the experimental phase delay is smaller than that achieved in simulation, which is in good agreement with our previous work [19]. To obtain perfect polarization conversion, phase delay in the simulation is larger than 90°, which enables us to obtain a nearly 90° phase delay in experiment.

In order to precisely define the degree of circular polarization of the output THz wave, the Stokes parameters were calculated based on the transmission spectra and phase delays [19], [28]. When the incident THz wave linearly polarizes at $\theta$ degrees with respect to the $x$-axis, the electric field of the incident light can be noted as

$$E = E_x + i E_y = E_x \cos \theta + i E_y \sin \theta.$$  

(1)

In this phase-change metasurface, the polarization angle of the incident wave is designed to be $\theta = 45^\circ$. The Stokes parameters can be calculated using the following equations:

$$S_0 = |E_x|^2 + |E_y|^2$$  

(2)

$$S_1 = |E_x|^2 - |E_y|^2$$  

(3)

$$S_2 = 2|E_x||E_y| \cos \varphi$$  

(4)

$$S_3 = 2|E_x||E_y| \sin \varphi.$$  

(5)

$S_0$ is the total power of the output THz wave, $S_1$ is the difference of the output power between horizontal and vertical linearly polarized waves, $S_2$ is the difference of the output power between linearly polarized waves along $+45^\circ$ and $-45^\circ$, and $S_3$ is the difference of the output power between right and left circular polarized waves. The polarization state of the output THz wave can be represented by ellipticity, which is defined as

$$\chi = \frac{S_3}{S_0}.$$  

(6)

When $\chi$ equals 1, the output THz wave is a perfect left-handed circularly polarized light. When $\chi$ equals $-1$, the output THz wave is a perfect right-handed circularly polarized light.

Fig. 4 shows the ellipticity of the output THz wave based on the measured and simulated transmission spectra and phase delays. It is observed in Fig. 4(a) that before the VO$_2$ phase transition...
transition at 300 K, the ellipticity at 0.45 THz is 0.998, and at 1.10 THz, the ellipticity is −0.971. This indicates that at 0.45 THz, the output THz is a left-handed circularly polarized light, while at 1.10 THz, the output THz is a right-handed circularly polarized light. After the VO₂ phase transition, the operating frequencies are switched to 0.50 and 1.05 THz with the corresponding ellipticity of 0.999 and −0.999. Therefore, at these four operating frequencies, the phase-change metasurfaces present a high degree of linear-to-circular polarization conversion. The numerical simulation shown in Fig. 4(b) indicates similar results with the experiment.

To further elucidate the working mechanism of this phase-change metasurface, the electric field distributions of the C-ESRRs at different resonance frequencies are simulated to analyze the resonance modes and their interactions. In principle, when two resonators are orthogonal to each other with a slight difference in the resonance frequencies, there would be an overlapping region in between where the resonance intensities are the same, but the phases are relatively retarded. By precisely controlling the resonances, one can achieve the same resonance intensity with 90° phase retardance at a certain frequency. Fig. 5(a) and (b) present the electric field distributions before the VO₂ phase transition at 0.36 and 0.71 THz with respect to y- and x-axes polarized incident light, respectively. It is observed that the resonance at 0.36 THz corresponds to the LC resonance of C-ESRRs. The resonance at 0.71 THz corresponds to the dipole resonance of C-ESRRs. These two resonance modes are perpendicular to each other with a frequency difference. The overlapped area at 0.45 THz presents around 90° phase delay, making the device work as a quarter-wave plate. A similar overlapping area can be observed at 1.10 THz with around 90° phase delay. Thus, the quarter-wave plate presents two operating frequencies at 0.45 and 1.10 THz. After the VO₂ phase transition, the electric field distributions at 0.40 and 0.87 THz are shown in Fig. 5(c) and (d). It is observed that the inserted VO₂ changes the effective length of the resonators. Both the LC resonance and dipolar resonance are shifted, making the operating frequencies of the quarter-wave plate shift to 0.50 and 1.05 THz. In our design, the VO₂ pads are not fully covered with the gap in the C-ESRRs. This is necessary to design two operating frequencies. If the VO₂ pads fully cover the gap, the LC resonance would be switched off, instead of shifting to a different frequency when VO₂ goes through the semiconductor to metal phase transition.
4. Conclusion

In summary, we have designed and experimentally demonstrated a multiband switchable THz quarter-wave plate via phase-change metasurfaces. The phase-change metasurfaces are composed of complementary electric split-resonators embedded with vanadium dioxide. In the experiment, we achieved linear-to-circular polarization conversion at 0.45 and 1.10 THz with an ellipticity of 0.998 and −0.971 before the VO₂ phase transition. After the VO₂ phase transition, linear-to-circular polarization conversion was obtained at 0.50 and 1.05 THz with an ellipticity of 0.999 and −0.999, respectively. The simulated electric field distributions indicate that the inserted VO₂ pads change the effective length of the resonators and lead to this multiband switching. This multiband active phase-change metasurface reveals a new avenue for multiband THz ultrathin meta-device design and can be extended to make other polarization manipulation devices.

References